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O Maas Office Center foi projetado em estreita 
coesão com o bloco 12a (acomodações de hotel). 
Está situado ao lado leste do Nieuwe Ruiterij (Nova 
Cavalaria), na praça rebaixada ao lado sul. No lado 
oposto, o Maas Office Center se limitará com edificios 
de apartamentos (bloco 12c). Entre os dois blocos, 
perpendicular à direção da Avenida, uma ponte para 
pedestres e bicicletas irá chegar até o "galpão da 
cidade''. 

O Maas Office Center engloba a antiga casa dos 
diretores, a Villa Jaunez, que funcionará como um 
núcleo do novo complexo. A casa terá sua saída para 
o Maaspuntweg. A escada existente continua em uso,
e um novo elevador central no lado sul irá conectar
a vil la com a nova ala de escritórios. A villa será reno
vada ao máximo; ela ganhará um novo caimento
na cobertura para equilibrar a vista da vil la e a nova
ala de escritórios.

As condições de planejamento urbano deter
minaram que um corredor informal para pedestres 
deveria ser construido entre Maaspuntweg (Maas 
Office Center) e Nieuwe Ruiterij (acomodações 
de hotel ampliadas). Esta passagem se realizará de 
acordo com um movimento sinuoso para que a seção 
entre o hall do hotel e a ala de escritórios tenha 
diferentes níveis. 
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The Maas Office Centre is designed in direct 
cohesion with block I2a (hotel accommoda
tions). lt is situated on the east side of the 
Nieuwe Ruiterij ('New Cavalry ') and on the (with 
respect to the City Balcony) slightly lowered 
square at the south side. At the opposite side 
it will be bordered by a detached apartment 
building (block 12c). Between both blocks, per
pendicular to the direction of the Avenue, a 
pedestrian and bicycle bridge will touch down 
on the City Balcony. 

The Maas offices embrace the former direc
tor's house, Villa Jaunez, which will function as 
the core of the new complex. The house will 
retain its exit at the Maaspuntweg. The existing 
staircase remains in use anel a new central ele
vator shaft on the south side will connect the 
vi lia with the new wing of offices. The villa will 
be renovatecl as much as possible. It will get a 
new lean-to roof to balance the view of the vil la 
and the new office wing. 

The town planning conditions determined 
that an informal pedestrian corridor should be 
realized between Maaspuntweg (Maas Office 
Centre) and Nieuwe Ruiterij (extended hotel 
accommodations). This passage will be realisecl 
in a meandering movement, so that the section 
between hotel hall and office wing has different 
leveis. 




